
FEATURES

 

Product Specifi cations

The 0E-SRNSTROBT (blue strobe) and 
0E-SIRENSTRO (red strobe) models are high 
intensity siren/strobes designed to mount 
on a single-gang electrical box for indoor 
and outdoor alarm system applications. 
Their long-lasting, high-intensity LED strobe 
can be wired separately from the single-tone 
siren. An adjustable, rear-mounted tamper 
switch is included.

Indoor/outdoor (weather resistant)

Single steady-tone siren

Loud 101dB (1W/1M) output

High intensity strobe in one of two colors

Tamper switch protected

Ivory housing with frosted clear strobe lens

For more information contact
your ADI Sales person or visit

adiglobal.com/adiexclusivebrands

SINGLE-GANG SIREN/STROBE
INDOOR/OUTDOOR

Dimensions (W x H x D):
1.75″ (44mm) x 4.81″ (122mm) x 2.88″ (73mm)

Weight: 3.7 oz. (104g)

Material: High impact plastic

Operating voltage: 6-14VDC

Operating temperature: 20ºF to 120ºF 
   (-7ºC to 49ºC)

Mounts directly to wall or to single-gang electrical box

Mounting screws and anchors included

PART #        UPC COLOR
0E-SRNSTROBT    811914023012 BLUE
0E-SIRENSTRO      811914020752 RED

 


